
Security Inspection: Prevent taking contraband, such as: knife, gun and so on.
Factory: Prevent the loss of valued objects.
Education area: Prevent taking cheat-tool, such as telephone, earphone, electronic dictionary, and so on.

HAND HELD METAL DETECTOR

• Digital design, strong anti-interference ability. 
• Adjustable sensitivity with high, medium and low. 
•  Simple operation, easy to use and convenient. 
• High sensitivity to all metals.
• Two alarm modes of vibration and sound.
• Uses AA battery type which is easily available, and can work continuously for more than 70 hours.
• Charging, low battery prompt.
•  Ni-MH Battery and DC charger (Optional)

Features

Introduction

Introduction
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1.Indicator light (power on/o�, charging, low battery display)

2.Horn hole

3.Power switch

4.Alarm mode adjustment buttons (sound, vibration)

5.Sensitivity adjustment gear

6.charging/headphone jack

7.battery cover

8.Detecting area

9.Handle

10.Lanyard hole

11.Alarm indicator

Speci�cations

Dimensions

Net weight

Working Frequency

Power Supply

Power Consumption

Dry batteries 

Rechargeable Batteries (Optional)

Alarm terms

Main material

Operating Temperature

Dimension with Packing(L*W*H)

Weight with Packing

ZK-D160Model

400(L)×72(W)×26(H)mm

280g

135KHz

Two AA  batteries

<50mW

Supports 70Hrs of operation

8Hrs to be fully charged ; Supports 80Hrs of operation

Sound & light alarm/ Vibration & light alarm

ABS

-25℃～+60℃ (relative humidity: 0～95%)

405*76*30mm

360g

Product components
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